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Principle 

 
A device which allows the user 
to determine the resistance of 
a dye to crocking. 
 
The test can be carried out on 
the thickness of any fabric: 
textiles, rugs, carpets, etc. and 
in any medium: water, solvents 
or even sweat. 
 
  
 
Indeed the CROCKMETER is suitable for different standards and demands, It responds to and 
can respond to a variety of standards or methods. 
 

Options 
 
The device is delivered with the kit of your choice: textile or fitment 
� Option textile    (NF ISO 105X12,  NF ISO D05)   Ref: S087-01 
� Option fitment    (NF ISO 105X12, NF ISO D06)   Ref: S087-02 
 
Dimensions:   300 x 800 x 300 mm 

Weight:    11 kg 
 
** Characteristics given as an estimate, we reserve the right to freely modify them with the aim of improving the 
performance of our test device. The scales are not included, they are in option. 
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Resistance of dyes to crocking 
 

Ref.: S087 

1 1.1 1.2 

1.3 2  

G
ro
u
p
 

   

*
 *
 n
o
n
 c
o
n
tr
a
ct
u
a
l 
p
h
o
to
g
ra
p
h
s 

 

Matériau IngénierieMatériau IngénierieMatériau IngénierieMatériau Ingénierie    

Z.A. la Pyramide 
F-30380 ST CHRISTOL LEZ ALES 
Tel.: +33 (0)466 922 060 
Fax: +33 (0)466 253 980 
E-mail: contact@sodemat.net 
 

Our representative: 

 


